
                                                                                                                                                                                                                    

 

 
 

 

  

Processor System 
CPU  Intel® Celeron Elkhart Lake J6412 2.0 Ghz processor     

Chipset  Intel® Elkhart Lake express chipset 

Memory Technology  Single Channel SO-DIMM DDR4, max support 32GB 

Storage 
SATA 1 x SATA 2.5” HDD/ SSD 

mSATA 1 x mSATA for SSD/4G Module 

Front I/O USB 2 x USB2.0, 2 x Audio Jack 

Network 
LAN Realtek RTL8111H Gigabit LAN, Wake On Lan 

WiFi (opt.) 1 x M.2 Key_E for WiFi/BT, 2 x Antenna 

Audio Audio  Realtek ALC897 HD CODEC 

I/O interface 

Display Port x 1  

HDMI  x 1 

Ethernet x 2 

USB3.2 x 4  

COM x 1 (optional) 

Audio (Line-out, MIC) x 2 (1 x Line-out, 1 x Microphone-in) 

DC-input  x 1 DC-in connector  

Internal I/O Connectors/headers  
USB 2.0 *4 via header, eDP/LVDS connector  

6*RS232 (COM 5~6 RS485 optional), 1*TPM (optional)  

Environment 
Operating temperature -20°C to 60°C  (-4 F to 140 F) 

Storage temperature -40°C to 80°C  (-40 F to 176 F) 

Operating System  Win10/11 64bit, Linux 64bit 

Dimension 

Hardware  174.8x125x48.8 mm 

Packing: Gift Box 221x150x103 mm  

Packing: Carton 542x242x327 mm (10 boxes in 1 carton) 

 

 

*Specification is subject to change without further notice. 

 

Specification 

Features 

✓ Intel® Celeron J6412 Quad Core CPU, up to 2.6Ghz 

✓ DDR4 SO-DIMM memory support up to 32GB 

✓ 4*USB3.2, up to 4*USB2.0 

✓ Dual 4K display via HDMI and Display Port 

✓ Wide Temperature support -40°C~ 80°C 

✓ Operating System: Win10/11 64bit, Linux 64bit 

✓ TPM Supported 

✓ Optimized for Cloud & VDI solutions, VMware and Citrix 

J1001 Elkhart Lake J6412 Thin Client 


