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Processor System Intel® Celeron® core™ i processor    

Memory DDR4-2400, up to 16GB 

Storage Onboard SSD or 2.5” Hard Disk 

Panel  23.8” TFT Display module with WLED backlight with up to 500 nits brightness 

Maximum Resolution 3840x2160 @60Hz  

Touch Panel 5 wire single touch or PCAP multi-touch  

USB Peripherals Up to 6 USB connectors support (USB 3.0/Type-C, & USB 2.0) 

Audio Headphones / Microphone  

Speaker Internal 2 x 2W/5W speakers 

Network  RJ45 or SFP Fiber, optional wireless module 

Options 
Smart Card Reader for patient identification card (optional 2 x smart card reader) 

barcode scanner, 2M camera, built-in power adaptor 

OS Linux, Windows  

Kensington Security Yes 

TAA Compliance Optional 

Dimension Customizable 

Operating/Storage 

Environment 

Humidity: Storage 5% to 95% non-condensing 

Temperature 

Operational: 0 ~ 40 degree C 

Storage: -20 ~ 70 degree C 

 

LT2412 Specification 
 
 

Features: 

✓ Intelligent Information Kiosk  

✓ 23.8”/24” All in One Computer integrated with touch panel, 

smart card reader and barcode scanner 

✓ Power-saving Kiosk with no moving parts for easy maintenance 

✓ Self-service, self-registration for better patient flow management 

✓ Enables a friendly and calm environment for both patients and 

clinician 

✓ Long life cycle 

Specification is subject to change without further notice. 


