
 23.8” PCoIP Teradici All-in-One Zero Client   

 

 

 

 

 

 

 

 

 

 

 

 

Processor System TERA2321 PCoIP Processor   

Display 23.8” 1920 x 1200 (for single display) 

Memory DDR 512MB Memory 

Ethernet LAN 10/100/1000 Gigabit LAN (optional PoE) 

Storage Factory Option: 1 x M.2 2280 SSD, PCIe Gen 3 interface 

 Type: 23.8” TFT Display module with WLED backlight unit 

Display 

Display Area: 521.28(H) x 293.22(V) (23.547” real diagonal) 

Resolution: 1920 x 1080 

Brightness: 300 cd/m2 (Typ.) 

Contrast: 1000:1 (Typ.) 

Display colors:16.7M 

Viewing angle. 85/85/80/80 (Typ.), left/right/up/down) 

Connectors 

2 x USB 2.0 

1 x RJ45 

1 x DVI-I for 2
nd

 display monitor 

Wireless (opt) 2.4G/5G Dual band 802.11 a/b/g/n/ac 

Audio Jack 1 x 3.5mm mini jack 

19V DC in power jack 

Audio 2 x 2 watts  

Options 

Wall Mount Kit 

Height Adjustable Stand 

Internal Power Supply 

Display: 12”/15”/17”/19”/21.5” 

Dimension w/o stand: 61.3mm x 560mm x 325mm 

Security Security Lock Slot (Kensington Type) 

 

LT2461(T) Specification 
 
 

Features 

✓ Teradici Tera2321 CPU with 512mb System memory 

✓ Hardware accelerated PCoIP optimized for VMware Viewer 

✓ Hardware high level encryption security 

✓ Additional DVI-I output for dual monitor productivity 

✓ Power-saving LED display with height adjustable stand 

✓ Full PC feature under Server-based solution 

✓ Bring true graphic experience over IP network 

✓ Optional: POE, Touch Panel Support 

Specification is subject to change without further notice. 


